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Ref. # 31-4051, dtd 23.12.2015 

 

 

ATTN: Ekaterinina O.N., Deputy Director General of SKB EP 

664033, Irkutsk,  

Lermontov Str., 130, Off. 226 

 

 

Re: Reference on operation of the PKV/U3.0 instrument 

Dear Olga Nikolaevna,  

 

Specialists of our company have been using the PKV/U3.0 instrument since 2012. During this period the 

instrument was used for testing the SF6 circuit breakers of 110, 220, 500 kV voltage classes 

(manufactured by EMZ, Arena, Hyundai) during commissioning woks. The instrument is rather 

convenient for transportation and use, interface of the PKV_ALL software is clear and understandable.  

We used the following functions of the instrument: measurement of circuit breaker actuation time; 

measurement of circuit breaker actuation speed; measurement of time difference between the pole 

contacts closing/opening; measurement of contacts closing time in the Close-Open cycle; measurement of 

contact-free phase in the Open-Close-Open cycle; and for measurement of electric currents in the control 

electric magnets.  

The fact that the instrument and displacement transducers can be tested and calibrated in Irkutsk only 

causes some inconvenience.  It is advisable that such procedures could be undertaken somewhere closer 

to Krasnodar.  

With view of the instrument functionality, simple operation, reliability and cost as compared to its 

analogues, the PKV/U3.0 instrument can be recommended for energy facilities.  

This reference can be placed on the SKB EP site and used in advertisements.  

 

 

 Deputy Chief Engineer    /Signature/   A.G. Kostrik 
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